[image: image1.wmf]MANUAL LOAD AREA

SIDE VIEW

OPTIONAL 10'-0" CONVEYOR

OPERATOR

AIR FILTER/REGULATOR/

LUBRICATOR COMBINATION

OPTIONAL CONVEYOR 

WITH CANTILEVERED

DESIGN FO PORTABILITY

CARTON MAGAZINE

ROTARY CARTON 

ERECTOR

AC MAIN POWER CABINET

20" X 20" X 8" HOFFMAN

ENCLOSURE  W/DISC.

12"

L

R

F

BARRIER GUARDING

W/ SAFETY INTERLOCKS

END VIEW

OPTIONAL

DEBOSS CODER

PLUS  OR

 MINUS

DO NOT Reproduce Without Permission

NOTICE:  THIS DRAWING IN DESIGN AND DETAIL IS OUR

PROPERTY.  ALL RIGHTS OF DESIGN OR INVENTION ARE

This Information Is The Property Of

BALLINGER LONESTAR PACKAGING

SYSTEMS CORPORATION

DEC. .000

.002

engineering format

INCHES AND THE

      SPECIFIED.

C

SHOWN TO THE RIGHT.

                               RESERVED.

TOLERANCES ARE

UNLESS OTHERWISE

DIMENSIONS ARE IN 

SIZE:

DEC. .0

DEC. .00

DIMENSION

FRACTION

STYLE OF

.010

.005

.015

MACHINING

.010

DEC. .000

JRZ

OF

TITLE:

PLOT SCALE:

DATE:

JOD NO.

PLUS  OR

 MINUS

DEC. .0

DEC. .00

STYLE OF

DIMENSION

FRACTION

.060

.030

.090

SHT. METAL

06-01-02

1

DWG BY:

PAGE

FP-SC2-0003

DRAWING NO.

1

00

REV.

FP-SC2-0003

00

REV.

Continuous Motion Cartoner

Floorplan - Model SC-2H-E

1-18

38

1

2

LENGTH ("L")

SEE DETAIL

"TBD"

5 DEG.

"TBD"

MIN.

"

1

16

% OF MAJOR FLAP LENGTH

60

MAX.

"

3

8

DEPTH ("D")

MFR. SEAM

DIMENSION MATRIX

CARTON

MINIMUM

DESCRIPTION

.75

"W"

3.00

"L"

5.00

"D"

RECOMMENDED CARTON

WIDTH ("W")

CARTON

MAXIMUM

10.00

4.00

12.00

DETAIL

(NOT TO BE LESS THAN 3/4")

150

30

10

30










_1084529203.doc
[image: image1.png]






